
LMONOMANUAL
The perlect way to reproduce ol MONO vinyl record
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Thank you for purchasing the「 毒:」 SL MONO cartridge lfyou play a mono record
with a stereo cartridge,imperfections such as crosstalk′ noise,phase errors′
tracking error,antiskating and distortion due to the difference betvyeen the

left/right channels wi‖ resultin an unstable and partia‖ y fuzzyimage

:冊明″∬凛棉:麗1::flli認電%:■宝:謂WeVg,a mono cartndgeも
me

ll:詰ly∬RT:盤:譜♀r:門 :l'』:il闇『:F面
llensure you ga tte be賃

Color and polarity of「 華」SL―MONO
outputtermina!pins
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The「華」SL MONO cartridge is constructed wLh two coi:s,it can therefore be
used in the fo‖ owing 3 ways,depending on your circumstance:

Option l

VVire cartridge as for stereo reprOduction,i‖ ustrated below

Channe1l Red+(pOS tiVe)and Green― (negatiVe)

Channe1 2 VVhite+(pOSitiVe)and Blue― (negatiVe)

speaker phono-preamp Speaker

Option 2

This option works for phono amplifiers with a Left/Riqhr channel selecrion switch.
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speaker phono-preamp speaker

Option 3
Use this option ifone loudspeaker is used and you have a mono ampliFer, or left/right balance
control on your stereo amplifier. Turn fully to the one channel used.
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phono‐ preamp

撃 SL MONO Specilcatlon
Stylus    l         l NOde Diamond Shibata
Stylus Shape

CIIJeVeri
Outputlevel

027x157m‖

IAII“ 111“ ||
04mv/1KHz

Vertical Tracking force 2gl
Trackability 70 St m/2gr
Frequency response 1 5-12,000H2

lm pedance 230/1KHz
Suggested load hrpedance >200Q
Ca(ridge weight 59r
Body Color Black
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